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Shri Bhagyodaya Metals Pvt. Ltd. is a leading Manufacturing unit of Stainless Steel Utensils since 1966. The Company has highly experienced,
knowledgeable, young & enthusiastic set of Directors and Senior Management Personnel.

Company uses the best quality of Raw Material for production; hence the supplied products are of highest quality. Raw materials are purchased directly
from Multinational Houses like JSL stainless LTD., Jindal stainless steelway LTD. (Jindal Group) and SAIL with a purchasing of around 1000 M.T. of
S.5.Coils fromthem.

Our group of companies includes a Rolling Mill in the name of Shri Bhumika Strips Pvt.Ltd. With the rolling mill being a boast to us, due to it we can
provide our customers best quality of Material at lowest rate in the market as we have all required production facilities of S.S.Utensils, from the base that is
from Coil purchase to production of S.S.Utensils.

Detailed arrangement for Inspection & Quality of Raw Material & despatch :

The materials are received along with Test Report. After receiving of material, our Quality Control Department draws sample for testing after receiving of
Test Report, Materials are released to Production Department accordingly. Our Quality Control in Charge is checking the Finished Products and inspecting
according to parameters of product's, and at this stage our products are ready for dispatch. Our Finished Products S.S.Utensils are supplied to various
parties mainly Govt. of India, Ministry of Defence, Banaskantha Dist.Co-Op. Milk Producers' Union Ltd. The Panchmahal Dist.Co-Op.Milk Producers'
Union Ltd.etc. as well as local distributors.

Production facilities :

The company is equipped with latest machinery and has Production Capacity of 2400 M.T. Pa.

The company has been accredited with

180 9001:2015, NSIC, DGS&D, CRISIL, $Sland CSPO.

Our Motive is customer satisfaction and not the profit earning thereby we wantto supply best quality of required S.S.Utensils.

STAINLESS STEEL RAW MATERIALS :

The production process of Stainless Steel Utensils :

+ Flats are subjected to process of hotrolling and the resultant product s hot rolled patta pati.

« Hotrolled patta patti are processed in cold rolling mills, the resultant product being cold rolled patta patti.
« Thecoldrolled patta Patti are converted into circles.

* Thecircles are used in the manufacture of milk can & utensils.

Hence animportant aspect of stainless steel manufacture its raw materials, stainless steel coils & stainless steel patta patti.

Our motto at Shri Bhagyodaya Metals Pvt.Ltd. is to make production for manufacturers simpler by processing and providing cold rolled
stainless steel patta patti and stainless steel circle of STAINLESS STEEL GRADE 202 -& 304 MATERIAL.




FIRMLY WELDED HANDLES  FIRMLY SECURED SHRINK SEAM WELDED LIDS
FITTED BOTTOM RING EASY TO USE & CLEAN

Shri Bhagyodaya Metals Pvt. Ltd. is a leading manufacturer and exporter of Dairy equipments and Stainless
Steel Milk Cans, Milk Buckets, Stainless Steel Milk Collection Tray, we offer state of the art products in the ever
expanding field of Dairy Equipments. We thrive to deliver the highest quality of products that meets the
international standards. The products offered by Shri Bhagyodaya Metals Pvt.Ltd. are of high quality, easy to
use & clean and can be carried anywhere, hence also transport friendly.

FEATURES :
Easy to use and clean. PRODUCTS LIST
Type AISI 304 (18-8) Nickel Bearing Stainless steel. e Milk Cans aﬁ
Stres’s relieved material. ‘ . Milk Seamless Barni o -
Passivated surface to enhance corrosion resistance.

Welding is completely free from porosity, blowholes, pinholes, Funal
undercut, lumps, cavities etc. Deeping

Wrinkle free, smooth & mirror Finish surface. Pouring Measures
Can Lids are seam welded for longer life. : ;
Firmly secured shrink fitted bottom band. Milk Collection Tray
Handles are properly bent for firm grip and then welded on the Milk Sample Bottle

canbody. | Milk Seamless Bucket
National Dairy Development Board (NDDB) approved design.

Capsin ltrs. 5 Itrs. 10 Itrs. 20 Itrs. 25 Itrs. 30 Itrs. 40 Itrs.
Approx. weight of the can with lid. 0.75 kgs. 1.4 kgd. 5.4/3.0 kgs 6.0/5.0 kgs 7.5/5.0kgs. | 8.300kgs.
Inside dia. of body 176 £ 3mm 234 = 3mm 280 £ 3mm 280 £ 3mm 340 =3mm | 340 £ 3mm
Inside dia of neck 131 = 1mm 173 £ 1mm 200 = 1 mm 200 £ 1 mm 200 =1mm | 200 %=1 mm
Overall height 250 = 4 mm 286 = 4 mm 435 x4 mm 513 £ 4 mm 481 = 4mm | 591 £ 4 mm
Dia of base 177 =3 mm 235+ 3mm 285 =3 mm 285 £ 3mm 345=3mm | 345=x3mm




DELUXE MILK CAN (SINGLE WELD JOINT)
[CAPACITY | IN-DIA | OUT-DIA| NECK-DIA] HEIGHT | WETGHT |
5 Ltr. 176 mm 177 mm 131mm 275 mm 5150
7D LA 210 mm 211 mm 131 mm 300 mm 1.400
10 Ltr 234 mm 235 mm 151 mm 340 mm 1.700
15 L1 270 mm 275 mm 185 mm 370 mm 2.650
20 Ltr 290 mm 295 mm 185 mm 400 mm 2.820
25 Ltr 320 mm 325 mm 185 mm 460 mm 3.100
30 Ltr 320 mm 325 mm 185 mm 540 mm 3.600
40 Ltr 340 mm  345mm 200 mm 591 mm 8.600
50 Ltr 340 mm 345 mm 200 mm 700 mm 9.500

REGULAR MILK CAN (THREE WELD JOINT)
[S1ze[CAPACITY ] IN-DIA | OUT-DIA|NICK-DIA] HEIGHT | WEIGHT
1* 5 Ltr. 180 mm 180 mm 131 mm 275 mm
21 7.5 Lty 210 mm 211 mm 131 mm 300 mm
3= 10 Ltr 230 mm 231 mm 150 mm 340 mm
4" 15 Ltr 270 mm 271 mm 185 mm 370 mm
20 Ltr 290 mm 295 mm 185 mm 400 mm
2514 290 mm 295 mm 185 mm 460 mm
30 Ltr 290 mm 295 mm 185 mm 540 mm

RUSSIAN BARNI
1.5 |tE 114 mm 115 mm 94 mm 185 mm 0.380
2.5 Lt 124 mm 125 mm 105 mm 205 mm 0.500
3.5 Lte 139 mm 140 mm 112 mm 240 mm 0.600
4.5 Ltr. 149 mm 150 mm 120 mm 245 mm 0.660
Seo LtE 164 mm 165 mm 127 mm 250 mm 0.760
6 Ltr. 164 mm 165 mm 127 mm 270 mm 0.900

SEAMLESS MILK CAN
e e
5 Lt 176 mm 177 mm 131 mm 275 mm
275 .5 LtE 210 mm 211 mm 131 mm 300 mm
Be 10 Ltr. 234 mm 235 mm 173 mm 340 mm
4" 15 Ltr. 270 mm 275 mm 185 mm 370 mm
5 20 Ltr. 290 mm 295 mm 185 mm 400 mm




FEATURES :

No welding No joint

The quality of milk stays intact in the can.

Due to no joints, bacteria does not get collected.
Easy to use and clean.

Type AISI 304 & 202 Bearing Stainless steel.

Stress relieved material.

Passivated surface to enhance corrosion resistance.
Wrinkle free, smooth & mirror Finish surface.

Can lids are spot welded for longer life.

Firmly secured shrink fitted bottom band.

Handles are properly bent for firm grip and then welded on the can body.

FIRMLY WELDED HANDLES ~ FIRMLY SECURED SHRINK
FITTED BOTTOM RING

PARFECT LIDS FITTINGS
EASY TO USE & CLEAN




10" 0.5 Ltr. 88 mm 90 mm 115 mm 90 mm 0.100
17 0.8 Ltr. 98 mm 100 mm 130 mm 115 mm 0.150
2 1.0 Ltr. 115 mm 117 mm 145 mm 125 mm 0.190
bzt 1:51tr 123 mm 125 mm 155 mm 135 mm 0.270
14" 2.0 Ltr. 138 mm 140 mm 165 mm 150 mm 0.320
158 2.5 1 148 mm 150 mm 185 mm 165 mm 0.370
16" 3.5 Lt 168 mm 170 mm 200 mm 175 mm 0.440
17 4.5 Ltr. 178 mm 180 mm 215 mm 190 mm 0.480
18" 5.5 Ltr: 188 mm 190 mm 230 mm 210 mm 0.560

CAPACITY OUT-DIA | TOP-DIA | HEIGHT | WEIGHT

10" 0.5 Ltr. 113 mm 115 mm 145 mm 75 mm 0.170
142 0.8 Ltr. 123 mm 125 mm 155 mm 85 mm 0.190
12" 1.0 I'tr 133 mm 135 mm 165 mm 90 mm 0.240
$37 1.5 L 153 mm 155 mm 185 mm 100 mm 0.260
14" 2.0 Lt 168 mm 170 mm 200 mm 110 mm 0.370
15" 2 5tE 183 mm 185 mm 215 mm 120 mm 0.390
16" 3.0 Ltr. 188 mm 190 mm 225 mm 125 mm 0.410
17r 3:5 It 198 mm 200 mm 240 mm 130 mm 0.490

255 mm 125 mm 0.570

m OUT-DIA | HEIGHT | WEIGHT 26g | WEIGHT 22g

225 mm 244 mm 25 mm 0.200 0.320

250 mm 270 mm 25 mm 0.240 0.380

270 mm 290 mm 28 mm 0.280 0.430

300 mm 310 mm 28 mm 0.320 0.500

320 mm 340 mm 28 mm 0.380 0.580
30 MM 0.500

RECTANGULAR PLATE

m THICKNESS LENGTH WIDTH m WEIGHT

3 Box 0.71 mm 290 mm 250 mm 30 mm

THICKNESS WIDTH LENGTH HEIGHT WEIGHT

6 Box 0.60 mm 300 mm 400 mm 30 mm 0.710

310 mm 335 mm 20 mm 0.330
305 mm 330 mm 25 mm 0.370
295 mm 320 mm 20 mm 0.290

PARAT (SIZE : 16" TO 36")
18" 229 330 mm 380 mm 55 mm 0.680
20 229 360 mm 405 mm 55 mm 0.850
36" 22 g 660 mm 760 mm 125 mm 6.500




GAMELA
1z | capaciTy | in-01a | our-oia | heronT
20" 10 Ltr. 385 mm 425 mm 110 mm
22! 15 Lir 415 mm 455 mm 115 mm
24" 20 Ltr. 450 mm 490 mm 130 mm
26" 25 Ltr. 475 mm 530 mm 155 mm
28" 30 Ltr. 500 mm 590 mm 175 mm

WIELDED-BUCKET
Bl
8 Ltr. 235 mm 175 mm 265 mm 0.750
10 Ltr. 260 mm 190 mm 280 mm 0.950
1574 | Wilp) 275 mm 175 mm 315 mm 1.000
1500 280 mm 200 mm 330 mm 1t

SEAMLESS-BUCKET
[size | capacITY | Top-Dia | BoT-IA | HErGHT | werGHT
0 No 4 Ltr. 195 mm 150 mm 180 mm
1 No )| B 220 mm 170 mm 190 mm
2 No 8 Ltr. 250 mm 190 mm 215 mm
3 No 10 Ltr. 280 mm 210 mm 240 mm
4 No 14 Ltr. 300 mm 225 mm 265 mm
5 No 20 Ltr. 325 mm 245 mm 280 mm

WASTE TUB

E m CAPACITY | TOP-DIA | BOT-DIA | HEIGHT | WEIGHT

25 Ltr. 425 mm 315 mm 245 mm 2150

RUSSIAN DUBBA

| s1ZE | CAPACITY | IN-DIA | OUT-DIA | HEIGHT | WEIGHT

1OR 0.6 Ltr. 89 mm 90 mm 120 mm 0.180

1E 1.1 Ltr. 109 mm 110 mm 150 mm 0.220
12 1.5 Lt 114 mm 115 mm 165 mm 0.300
sl i1 Bir 129 mm 131 mm 175 mm 0.360
14" s il 139 mm 140 mm 190 mm 0.440
15 3.0 Ltr. 149 mm 150 mm 195 mm 0.510
16" 4.0 Ltr. 164 mm 165 mm 205 mm 0.570
17 5.0 Ltr. 179 mm 180 mm 220 mm 0.670
18" 6.0 Ltr. 194 mm 195 mm 230 mm 0.720
1L 7.0 Ltr. 204 mm 205 mm 235 mm 0.840
20" 8.5 Ltr. 219 mm 220 mm 245 mm 1.070
21" 9.5 Ltr. 231 mm 230 mm 255 mm 1.130
270 ki e 249 mm 250 mm 260 mm 1.280
234 13 5l tn 259 mm 260 mm 275 mm 1.640
24" 15.0 Ltr. 269 mm 270 mm 290 mm 1.500




STAINLESS STEEL KITCHEN UTENSILS :

The manufacturing process houses the finest machinery that provides for a technologically sound production unit.
From Raw Material to Finished Products, all the procedures are undertaken with precision. The stages of production
include Designing, Tooling/Dye Making, Blanking or Circle Cutting, Pressing / Deep Drawing or Forming, Rolling &
Spinning/Extrusion, Annealing or Stress Relieving, Ribbing / Fitting and Buffing.

STAINLESS STEEL CONTAINER STAINLESS STEEL BUCKET STAINLESS STEEL MUG STAINLESS STEEL THALI

S O aui
STAINLESS STEEL STRAINER STAINLESS STEEL LARGE PARAT §.5. COMPARTMENTAL TRAY STAINLESS STEEL TRAYS MESS




KITCHEN SINK SQUARE BOWL
e | sowsme | e [ A |

16 x 18 16"L x 14" W Tt ]

18 x 18 16"L x 14"W Featgh

17 x 20 18"L x 15"W 7 8 o

18 x 21 18"L x 15"W 58 8

18 x 22 20"L x 16"W i T

18 x 24 20"L x 16"W 8% 9% 10

KITCHEN SINK SQUARE WITH ROUND BOWL
 se | somsz | e | @
14 x 14 12" WIDTH 51.6%,7"
ilse i 12" WIDTH Sieain
16 x 16 13" WIDTH 56l 2

KITCHEN SINK WITH DRAIN BOARD
18" x 32" 16"L x 14"W 5, 6" 7"
18" x 36" 16"L x 14"W 5", 6" 7"
18" x 37" 16"L x 14"W 5, 6" 7"
20" x 40" 15"L x 18"W 5, 6", 7"

KITCHEN DOUBLE SINK — e
| size [ sowesize [ e [ g
18" x 32" 16"L x 14"W 6. 7. 8% 9" '
20" x 32" 18"L x 15"W F B
20" x 45" 20"L x 16"W Tt

DEEP DRAW | ™" BENDING ~POLLISHING
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DISTRIBUTION VESSELS
CAPACITY| IN-DIA | OUT-DIA|PATTI-DIA | HEIGHT | WEIGHT
3 Ltr. 138 mm 140 mm 160 mm 170 mm 0.800
5 Ltr. 178 mm 180 mm 200 mm 230 mm 1.400
10 Ltr. 328 mm 330 mm 344 mm 144 mm 3.800
20 Ltr. 328 mm 330 mm 344 mm 286 mm 5.300
30 Ltr. 328 mm 330 mm 344 mm 436 mm 7.300
50 Ltr. 416 mm 420 mm 436 mm 436 mm 9.000

.: / STAINLESS STEEL HOT INSULATED VESSELS
WW OUT-DIA 30
‘-‘._ " % 15 lfeH Be g 290 mm '
' : " 20 Ltr. 250 mm b

. m—— -'r.l’ 2
= a_iaa?
‘f F s 3" 30 Ltr. 290 mm

FEATURES : ey
® FEasy to use and clean. 3 ﬂ
Type AISI 304(18-8) Nickle Bearing Stainless steel. | -
Stress reﬁeVEd material‘ 1.2 mm FIRMLY WELDED  63° TEMPERATURE

Passivated surface to enhance corrosion resistance. TS RIRTRILIAL o

Wrinkle free, smooth & mirror Finish surface.
Vessel lids are spot welded for longer life.
Firmly 2 mm secured shrink fitted bottom.

Handles are properly bent for firm grip and then TETEIN e
welded on the vessel body. e SRt gicodlis Hot

The “Shri Bhagyodaya Metals Pvt.Ltd.,” vessels will also maintain a steel interior, but will be
surrounded by an insulating exterior, which will significantly reduce any heat loss previously
attributed to the other delivery vessels. Because all delivered food is required to be kept at a
temperature of 63° Celsius, it is of utmost importance that the vessels in which the food is kept is
able to sustain temperature, and inherently, the quality of the meals.




PAWALI
m CAPACITY| IN-DIA | OUT-DIA | HEIGHT | WEIGHT

5 IR 200 mm 0.950
10" 8 Ltr. 230 mm 255 210 1.180
125 10 Ltr. 240 mm 270 270 1.700
14" 15 Ltr. 260 mm 285 295 1.800
16" 20 Ltr. 285 mm zhalis 345 1.900
18" 25 Lt 310 mm 335 395 2.450
20" 35 Ltr. 330 mm 360 445 2.750
22" 50 Ltr. 355 mm 380 525 4.650
24" 60 Ltr. 380 mm 400 575 5.350
26" 70 Ltr. 390 mm 415 630 5.750
28" 80 Ltr. 405 mm 430 645 5.980
0% 90 Ltr. 415 mm 445 690 6.600

KADI DUBBA
oo ion [ovow L neian Lo

4 Ltr. 180 mm 190 mm 185 mm 0.800
10" 8 Ltr. 210 mm 220 mm 230 mm 1250
12 10 Ltr. 230 mm 245 mm 250 mm 1.450
14" 15 Ltr. 250 mm 260 mm 305 mm 1.750
16" 20 Ltr. 280 mm 285 mm 355 mm 2.100
18" 25 Ltr. 290 mm 300 mm 400 mm 2.600
20" 35 14r 320 mm 330 mm 455 mm 3.000
22! 40 Ltr. 350 mm 360 mm 510 mm 4.200
24" 60 Ltr. 370 mm 385 mm 595 mm 5.150
26" 70 Ltr. 375 mm 385 mm 640 mm 5.580
28" 80 Ltr. 400 mm 405 mm 650 mm 5720
30" 90 Ltr. 405 mm 415 mm 735 mm 6.950

STAINLESS STEEL DUSTBIN

L b




SHRI

BHAGYODAYA

METALS PVT. LTD.

Regd. Off. :

C/1/521-522, Road No. 46, G.1.D.C. Odhav,
Ahmedabad - 382 415 (Gujarat) INDIA
Phone: +91-79-2287 1550, 2289 1530
Mobile : +91-9879513723

Email : infobhagyodaya@mail.com
Website : www.shribhagyodaya.com

Kanpur Branch Office :

18/A, Block D, Shyam Nagar,
Kanpur 208 013 (Uttar Pradesh)
Phone: 0512 - 2424055

Mo.: 099352 68228

DESIGN 9879459005




